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TECHNICAL INFORMATION 
ABOUT THE PRODUCT 

      
Name of product: 

Chamotte accumulation products 
Type: CPA OF AKUBET     

Description  

Component fireplaces with refractory concrete aggregate 
with a high thermal capacity 

In accordance with PN-EN 
13229:2002/A1i PN-EN 10081 

 

Type of bond Hydro- chemical 
    

Tooling Thermally cured     

Application fireplaces, stove-fireplaces, stoves, stoves heating 
  

      
Chemical composition 
(without loss of ignition)   

Dimension Declared Norm 

 Al2O3 % 14-18 
PN EN ISO 
12677:2011  SiO2 % 24-28 

 CaO % 8-10 
 Fe2O3 % 20-24  

      
Physical properties in the 
delivery condition   

Dimension Declared Norm 

 Volumetric density kg/dm3 >21,3 PN EN 993-1 
 Open porosity % 20 PN EN 993-1 
 Compressive strength MPa 20 PN EN 993-5 
 contraction2 h in w 800C % 0,10 PN EN 993-1 

 Classification temperature oC 1150 PN EN 1402-1 

 Thermal conductivity       
 35 C W/mK 1,26 

PN EN 993-15 
 50 C W/mK 1,28 
 80 C W/mK 1,31 
 125 C W/mK 1,34 
 225 C W/mK 1,39 

 Thermal expansion in 800 oC % 0,10  DIN 51045-2 

 
Heat capacity J/m3K 1,89 PN-EN 13790 


